Strengthen ployurethane homogeneous floor
Dimension:2.0mm(T)x2,0m(W)x20m(L)
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/ ' ) Strengthen ployurethane homogeneous floor
~~ S '/ Dimension 2 0mm{T 2. 0m(Wp20mi(L )

* Products Property

Wolflor Conductve PVC Roll Floorng, permanent conductive
property. The products are widely used in the place of precise
Instrument and  professionoal  equipmentincluding  electronics,
cloan room computer room hospital telecommunication airpace et

= Environmentally - Friendly Materials

Comply with 1014001 using European avanced production lechnology,
aure the raw materals and production meet European standard.

= Durable

This product has excelent stabiity and wear resistance. meet the usage
of s kind of public huge WaMc site, durabie perect siress resistance
8nd wear resistance
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Homogeneous
Conductive PVC Roll Flooring

Anti-Static Floor
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HOMOGENEOUS FLOORING
STRENGTHEN POLYURETHANE SHEET

PUR special treatment Excellent scratch resistance
and anti lodne and other pollution and no need 1o wax.

W ven Noxitio

W Uvspecal treatment Easy of
B Densely compacted surface for improved wear and ease of maintenance
W Incorporates a bacteriosatic and Kingitc property

W Antstatic
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HEEL RESISTANCE

Non-Directional

Product Recommendations

Hospitals today provde a space relative to the comfort
convensence of one's home

Trerefore, it 15 necessary to select floor materals that
represant specific designs that are equpped with
various functions.

* A | Pationt Room * B | Entrance, Lobby * C | Corridor, Hall

-
¥

« E | Emergency Room * F 1 Operating Room

irectional

Standard Unit Result Standard Unit Result
1SO 1081 - EN 649 Homogeneous Sheet Type of flooring 1SO 10581 - EN 649 Homogeacus Shest
Potyvinyl chiorde. Material Polyvinyl chioride
Swengthen PUR Cover Strengthen PUR
T
GB 8624 - 2012 class 8,51 Flammabitty [y GB 8624 - 2012 class 8,81
1S0 10140 @B 3 Sound (g 1S0 10140 @8 3
DIN 51130 group RO Sip resistance (g DIN 51130 group R9
Dynamic coeficient of riction EN 13893 class DS Dynamic coefficient of friction EN 13803 class DS
T [T
Shoat wiath [~ 150 24341 - EN 426 m 2 Shaot width [~ 1S0 24341 - EN 426 m 2
Shoot langh( 150 24341 - EN 426 m 20 Shootlongn 1SO 24341 - EN 426 m 2
Overall thickness (g 1S0 243416 - EN 428 mm 20 Overal tickness g 1S0 243416 - EN 428 mm 20
Towlwoign iy 150 23997 - EN 430 gt 28 Toulwoahy 180 23997 - EN 430 Kgim 30
EN 649 group T Woar rosistance (g EN 649 oroup P
Residual indentation (g 150 24343 -1 - EN 433 mm 002 ‘Residusl indontation g 1S0 24343 1 - EN 433 mm 002
Dimansonal staviy g 1S0 23999 - EN 434 X<0.4%, Y<0.4% Dimensional stabty famy 1S0 23999 - EN 434 X<0.4%, Y<0.4%
Calor fastnoss {gag 1O 105 - 802 ratng 26 Color tastness (gag 1S0 105 - B02 rating 8
Rasisitance 1o staining EN423 No stain Resisitance (o staining EN423 No stain
Bond resistance GB/T 11962.2 - 2015 No Bond resistance GEIT 110822 - 2016 No
Antibactenal (g 150 22106 Lovel 1 Antibacterial (g 1S0 22196 Lavel 1
Antilodine Good Ant lodine Good
T N (T A
Domestic 150 10874 - EN 685 class 23 hoavy duty Domestic IS0 10674 - EN 685 class 23 hoavy duty
Commercial 1S 10874 - EN 685 class 34 very hoavy duty Commarcial 1S0 10874 - EN 685 class 34 vary heavy duty
Industrial 10 10874 - EN 685 class 43 heavy duty Industrial 1S0 10874 - EN 685 class 43 heavy duty
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